








Advanced Control

User-Friendly GUI with System Setup/Network Menu
[LX504] LX304] 934 |

The GUI offers smooth operation with advanced features and
design. You can easily set up the AV receiver straight out of the
box by following the step-by-step guidance. The network setup
and MCACC menus are also available on the GUI.

Home Menu

Bluetooth

System Setup

Outp

‘ I Speaker

MCACC

* GUI specifications and images differ by model

On-Screen Information for Audio/Video Status

[LX504] LX304] 934 ]534/D |

The screen display now shows detailed input and output
information for the playing content. So you can see whether your
video is being output by Dolby Vision, or if the movie is
processing Dolby Atmos or DTS:X sound.

Bluetooth Wireless Technology
[LX304] 934 |

With the built-in Bluetooth ® Wireless ©
Technology (ver. 4.2+LE), you can easily GB Bluetooth
stream songs from compatible devices.

The AV receivers feature A2DP and AVRCP profiles, with support
for SBC and AAC codecs.
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Dual Band Wi-Fi (IEEE802.11ac, MIMO)
[LX504]LX304] 934 |

Enjoy network features such as Hi-Res Audio
streaming via wireless LAN connection. The built-
in Wi-Fi is dual band, supporting both 5 GHz and
2.4 GHz frequency channels. By using the 5 GHz
band, you can enjoy steady and uninterrupted streaming audio
files. The high-performance i.MX8M Mini network processor from
NXT is used on the network part of the VSX-LX504 and
VSX-LX304, capable of up to 1.8 GHz 64-bit 4 Core high-speed
processing of audio/video signals, as well as IEEE802.11ac 2x2
MIMO high-speed Wi-Fi connection.

* Wi-Fi will turn off when wired LAN connection is established and network type
wired is selected.

Wi )

CERTIFIED

Multi-room Audio

[LX504] LX304] 934 |

FlareConnect™* shares audio from network and external audio
input sources between compatible components. Enjoy effortless
multi-room playback of LP records, CDs, network music services,
and more with supported components and speaker systems.
Music selection, speaker grouping, and playback management
across the home are built into the Pioneer Remote App**.

* External audio inputs supporting FlareConnect may differ depending on model.
For details, please visit http://pioneer-audiovisual.com/flareconnect/

** Download free from the App Store or the Google Play

Powered Zone 2/Zone 3 HDMI Out (Powered HDZONE)
LX504] LX304]

Powered Zone 2 HDMI Out (Powered HDZONE)

[ 934 |

With the powered feature, the AV receiver can POWERED
directly drive speakers in other rooms, without ZOTEZ
the need for a separate amplifier. What’s more,

the dedicated DAC for Zone 2 lets you listen to POWERED

ZONE 3

all digital audio sources.

Zone B Output for Wireless Headphones
LX504] [ 934 |

The AV receiver is equipped with Zone B audio
output terminals for extending the Zone A (Main @ ZONEB
Zone) sound to another location, or listening on

wireless headphones via a transmitter. The Zone

2 Pre output terminals can also be used for the same function on
VSX-LX504/VSX-LX304.
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Advanced Control

Control with HDMI
LX504) Lx304] 934 |534/D

HDMI connection with compatible products allows the
following linked operations:

« Volume adjustment/mute of AV receiver via TV

« Automatic input change when TV channel is switched or

playback starts on a player

« Linked power on/off with TV
TV Remote Control

* For details on compatible TV and components, see
http://pioneer.jp/homeav/support/hdmi_cec/

Control with HDMI

e

-mPower on/off
&l Volume
Surround mode

Input

Compatible TV
(including other brands)

Pioneer AV Receiver

Compatible Blu-ray Disc
Player etc.

Audio Return Channel (ARC) on HDMI
(LX304] 934 |

The Audio Return Channel (ARC) feature allows the audio from
your TV to be sent “upstream” to the AV receiver via HDMI
without the need for a separate audio cable. You can enjoy the
sound delivered from your speaker setup instead of the TV’s built-
in speakers.

Enhanced Audio Return Channel (eARC) on HDMI

The eARC feature is an enhanced version of ARC, compatible with
high-resolution sound formats such as Dolby Atmos and DTS:X.
You can directly connect your HDMI device to an eARC-compatible
TV, and enjoy quality sound from your speaker setup via the AV
receiver.
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Standby Pass-Through with CEC
(LX504] [ 934 |

When Control with HDMI is turned on, standby pass-through
transmits audio and video signals from a HDMI-connected
component and outputs to TV via HDMI, even when the AV
receiver is on standby.

Standby Pass-Through without CEC
[LX504) [ 934 |

With standby pass-through, the AV receiver can pass audio
and video signals via HDMI even during standby. This feature is
useful when you want to access HDMI-connected components
without turning on the AV receiver.

* Control with HDMI needs to be turned off

Standby Pass-Through

HDMI Standby Input Switching
(LX504] [ 934 |

The function switches input source when the primary signal is cut
off, and switches back to the primary input when the primary
signal reappears.

Auto Power Off
| LX504] [ 934 |

The AV receiver will automatically turn off after being left
uncontrolled for a certain time set by the user. This function is
available for each zone.

Power Save for HDMI Standby Through
[LX504]LX304] 934 |

Power Save for HDMI Standby Through reduces energy
consumption while the AV receiver is on standby.

Firmware Update/Network Setup via Web Control
(LX504] [ 934 |

By entering the AV receiver’s IP address on the web browser, you
can access the Web Control function for firmware update or
change the AV receiver’s network settings. You can also edit the
friendly name, set up AirPlay password, and identify the AV
receiver for the Control4 system using the PC keyboard.

Network Setup via Web Control
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FEATURE COMPARISON: AV RECEIVERS

AV RECEIVERS REFERENCE GUIDE

| usxxsee | usxLwos VSX-934 | Vsx-534/534D

Audio Technol
Direct Energy Design . . o .
Select Parts for Clear and Open Sound . . . .
384 kHz/32-bit D/A Conversion with AKM DAC (AK4458) o . . .
MCACC Auto Room Tuning . .
Advanced MCACC Auto Room Tuning . .

Phase Control . . . .

Auto Phase Control Plus . .

9-point Standing Wave Control . .

Background Noise Measurement . .

For Dolby-Enabled Speakers

Reflex Optimizer . . . .

EQ Adjustment with Manual MCACC . . .
Sound Retriever * (2ch) * (2ch) * (2ch) ¢ (2ch)
Anti-Standing Wave Insulator . . . o
Video Technologies
Video Scaler (1080p to 4K) with Super Resolution . . . .
Ultra HD (4K/60p/4:4:4/24-bit) Pass-Through with HDCP 2.3 . . . .
HDR10/HLG/BT.2020 Wide Colour Gamut Signal Pass-through . . . .
Dolby Vision™ Compatible . . B o
Deep Colour . . . o
"x.v.Colour" . o . o
Audio Formats

IMAX Enhanced o* o

Dolby Atmos®/Dolby Surround Upmixing . . . .
Dolby Atmos Height Virtualizer o¥ o ok o
Dolby Surround . . . .
Dolby TrueHD . . . .
DTS:X®/DTS Neural:X Upmixing D . . .
DTS Virtual:X o .
DTS Neural:X® . . . .
DTS-HD Master Audio . . . .
Hi-Res Audio File Playback via USB/Network . . .

DSD Playback via USB/Network D . .
DSD Disc (SACD) Playback via HDMI . . . .
Gapless Playback (USB) . . .
Sophisticated Surround Sy
Speaker Configurations 9ch 9ch Tch 5¢ch
Listening Modes . . . .
Connectivity
HDMI® (4K/60p, 3D, ARC) o . . R
Front/Rear USB Inputs Front/Rear Front/Rear Front/Rear Rear (power for dongle)
Phono (MM) Input D . B
Network Features
Chromecast built-in . .
Works with the Google Assistant © o
DTS Play-Fi® . . o
Apple AirPlay 2 . . o*
Works with SONOS . . B
Internet Radio (Tuneln) . . .
Spotify® Digital Music-Streaming Service Ready . . .
TIDAL Music Streaming Service Ready o . .
Deezer . . .
Advanced Control
Personal Preset . . o .
Dialog Enhancement . . . .
Ready for Pioneer Remote App . . .
User-Friendly GUI with System Setup/Network Menu . . . .
On-Screen Information for Audio/Video Status . . . .
Bluetooth Wireless Technology . . . .
Dual Band Wi-Fi (IEEE802.11ac, MIMO) 5 GHz/2.4 GHz 5 GHz/2.4 GHz 5 GHz/2.4 GHz
Multi-room Audio . . .
Powered Zone 2/Zone 3 Out (Powered HDZONE) ZONE 2/3 ZONE 2/3 ZONE 2
Zone B Output for Wireless Headphones . . . .
Control with HDMI . . . o
Audio Return Channel (ARC) on HDMI . . .
Enhanced Audio Return Channel (eARC) on HDMI .
Standby Pass-Through with CEC . . . o
Standby Pass-Through without CEC . . . .
HDMI Standby Input Switching . . . o
Auto Power Off . . . o
Power Save for HDMI Standby Through . . . .
Firmware Update/Network Setup via Web Control . . .

* Available with firmware update
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*PIONEER, MCACC, Phase Control, Advanced Sound Retriever, and the logos are registered trademarks of Pioneer Corporation,
and are used under license.

*The terms HDMI and HDMI High-Definition Mulfimedia Interface, and the HDMI Logo are tfrademarks or registered frademarks of
HDMI Licensing Administrator Inc. in the United States and other countries.

*Dolby, Dolby Atmos, Dolby Surround, Dolby Vision, and the double-D symbol are registered trademarks of Dolby Laboratories.

*Manufactured under license from IMAX Corporation. IMAX® is a registered trademark of IMAX Corporation in the United States
and/or other countries. All Rights Reserved. For DTS patents, see http://patents.dts.com. Manufactured under license from DTS,
Inc. DTS, the Symbol, DTS and the Symbol together, DTS:X, Play-Fi, the DTS:X logo, and the DTS Play-Fi logo, are registered frade-
marks or frademarks of DTS, Inc. in the United States and/or other countries. © DTS, Inc. All Rights Reserved.

*Apple, AirPlay, iPhone, iPad, Mac, and Siri are frademarks of Apple Inc., registered in the U.S. and other countries.

* App Store is a service mark of Apple Inc.

*Wi-Fi® is a registered trademark of the Wi-Fi Alliance. The Wi-Fi CERTIFIED Logo is a certification mark of the Wi-Fi Alliance.
*The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc.

*"x.v.Colour” is a frademark of Sony Corporation.

«Spotify and the Spotify logo are tfrademarks of the Spotify Group, registered in the U.S. and other countries.

*The product with the Hi-Res Audio logo is conformed to Hi-Res Audio standard defined by Japan Audio Society. The logo is used
under license from Japan Audio Society.

eBlu-ray Disc™, Blu-ray™, Ultra HD Blu-ray™ and the logos are trademarks of the Blu-ray Disc Association.
* Amazon, Amazon Music, and all related logos are frademarks of Amazon.com, Inc. or its affiliates.

e Google, Chromecast Built-in, and related marks and logos are tfrademarks of Google LLC. The Google Assistant requires an inter-
net connection and is not available in certain languages or countries. Conftrolling certain devices in your home requires compat-
ible smart devices. Subscriptions for services and applications may be required and additional terms, conditions and/or charges
may apply.

All other trademarks and registered tfrademarks are the property of their respective holders
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Product Sheet

VSX-LX504(B/S)/MMP
VSX-LX304(B/S)/MMP
VSX-934(B/S)/MMP
VSX-534(B)/MMP
VSX-534D(B)/MMP



